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PROBLEM: The intersection at Main Street and Monmouth Street is a prominent pedestrian intersection and experiences long vehicular bac kup s, especially
during peak hours. By 2040, the intersection is expected to function at a Level of Service F if no changes are made.

POTENTIAL ALTERNATIVES:

T Install a turn lane for each leg of the intersection. This alternative would require restricting on -street parking for up to two  blocks.

1 Install a traffic signal when warrants are met. The intersection operation could be further enhanced with the turn lanes list ed above.

i Create a couplet from Main to 4th with Monmouth Avenue going one -way and either C Street or D Street going the other.
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9 Install a roundabout or light (when warrants are met) at 3rd or 4th to allow people an alternative route to turn to go west w ith out having to travel through
intersection.

9 Install the southern arterial P this alternative is expected to improve operations at the intersection without any changes to the intersection.

WHAT ARE YOUR THOUGHTS? WHAT IS YOUR PREFERRED ALTERNATIVE?
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The intersection at River Road and Main Street currently experiences long backups, and an inordinate number of rear -end collisio ns. By 2040, the
intersection is expected to function at a Level of Service F if no changes are made.

1 Install a westbound left -turn lane.

1 Reconfigure the intersection with a four ~ -way stop, and install a westbound right  -turn lane and a southbound left -turn lane .

I Reconfigure the stop signs at the intersection to allow the southbound traffic and westbound right to operate free.

9 Install a single -lane roundabout.

Each of the alternatives would either require widening the bridge or adding more right -of-way. Considerations about how bestto tie these improvements to a

potential future southern arterial should also be made.
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